A large map that is referred to frequently 
can be made instantly available by past¬ 
ing it to a window shade. Use flexible 
cement or photo-mounting tissue. Hang 
the roller on shade brackets in a place 
where it can easily be pulled down. 
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Adjusting the front seat is easier for 
a short person if a pair of screen-door 
springs are attached to pull it forward 
when the lock is released. A tall driver 
can readily overcome the spring tension 
and push the seat back again. 














































A SECOND BAND 
MAY BE NEEDED 
FOR HEIGHT 
OF FRONT 
BUMPER 


HINGES ON 
END OF 


W BOLTS 
SECURE 


A mark painted on your bumper jack will 
tell you quickly just how high to raise 
the car to clear both the flat and the in¬ 
flated spare. On some cars, two height 
marks may be needed, one for jacking the 
front end and one for the rear. 


TWO 5 x 6" x 14" 
STEEL TOOL 
BOXES BOLTED 
TO SPLASH PAN 


Extra storage space for tools, oil, flash¬ 
light and spare parts can be obtained by 
bolting a steel tool box behind the grille 
on each side of the radiator. Be sure to 
locate the boxes so they can be reached 
easily and do not obstruct the radiator. 


If static electricity gives you a jolt each 
time you touch door or window handles, 
apply a coat of thinned white shellac over 
the metal. The shellac will act as insula¬ 
tion and, incidentally, will protect the 
metal handles and keep them bright. 


When re-using gaskets after minor car¬ 
buretor repairs, soak them in water or 
kerosene while you work on the assembly. 
The fluid causes the gaskets to expand 
and their fibers to fluff up to full thick¬ 
ness. Treat new gaskets the same way. 
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